
Features

BW Packaging Systems represents the collective capabilities of Barry-Wehmiller packaging companies including, Accraply, BW Flexible Systems, BW Integrated Systems, 
Pneumatic Scale Angelus and Synerlink. Through their diverse capabilities, these companies can collectively provide everything from a single piece of equipment to fully 
integrated packaging systems for a wide range of industries, including: food and beverage, personal care, container manufacturing, pharmaceutical and medical devices, 
household products, paper products and textiles, industrial and automotive, and converting, printing and publishing. 
For more information, go to BWPackagingSystems.com

www.psangelus.com

MC Capper

•  Suited for small and medium caps and round or 

non-round containers, in a range of glass, metal, 

plastic, and fi berboard

• Handles a wide range of screw caps, press-on caps, 

plugs, and overcaps

• Accurate torque control with PSA’s Magnetic Torque 

Units

• Uses TorkOpen® chucks/friction chucks

• No container/no cap feature

• Quick, tool-free changeover, using the Zepf MARK II® 

Change Part System

• Available as a free-standing turret, as well as 

standalone or monoblock confi gurations



Pneumatic Scale Angelus 

4485 Allen Road

Stow, OH 44224 USA

t. +1 (330) 923-0491

psangelus.com

Angelus | Carr Centritech | Consolidated  | Continental/Closetech | Hema

Mateer Burt |  Multi-Tech Systems | OnTrack | Zepf Change Parts

The MC capper is engineered specifi cally for small and medium cap and container users. This compact machine features rugged, modular 
construction and promotes positive container handling, delivering reliable capping results for a variety of applications. The economical MC 
Capper boasts an extremely small footprint, which maximizes packaging space and delivers a cost savings.

The solid construction and reliable performance of the MC Capper accommodates round and non-round containers as small as 1” in 
height. Like the PC, TC, and SC lines, these cappers employ several anti-rotation measures to ensure that each container is securely held 
throughout the capping process, eliminating crushing, scuffi  ng, slipping, or spilling. Pneumatic Scale Angelus’ Magnetic Torque Units off er 
accurate torque control without moving parts, so there’s no contact or wear. Minimal maintenance is required, as most bearings are sealed, 
eliminating the need for lubrication, while others are designed to be lubrication free.

Finally, a user-friendly touch-screen interface allows you to control all capper functions, including fault display. And with color-coded 
change parts, operators can complete tool-free changeovers for varying containers and caps in less than 15 minutes. The optional 
motorized turret height adjustment further facilitates this rapid changeover.

This capping machine is available as rebuilt or pre-owned equipment only.

Model Number Normal Operating 
Speed

Max Cap Size Max Container Di-
ameter w/ Grip Belt

Conveyor Length Capping Heads Container Pitch

MC-300-2 6-60 70 mm 4” 2 18.550” 4

MC-300-4 12-120 70 mm 4” 4 9.270” 6

MC-300-6 18-180 70 mm 4” 6 6.184” 8

MC-300-8 24-240 70 mm 4” 8 4.638” 10

MC-300-10 30-300 53 mm 3.25” 10 3.711” 12

MC Capper: Rebuilt or Pre-Owned Only


